Rectangular Portal Culverts

The Rectangular Portal Culvert is used in storm water
applications with high loadings, primarily in providing a

waterway underneath roads. The unit consists of a deck and two
legs and is placed on a concrete base.

The SATS Portal Culvert was designed especially for use by the

South African Railways, however, it can be used in any

application where excessive fills must be accommodated.

We comply with SABS SANS 986:2012 specification.
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CULVERTS

Culvert Size Class Dimensions Length Mass
Span x Height T | H | A | C | D kg/metre
(mm x mm) | (mm) | (mm) | (mm) | (mm) | (mm)
450 x 300 200 S 90 | 300 | 600 | 70 | 65 1200 0,242
450 x 450 200 S 90 | 450 | 600 | 70 | 60 1200 0,283
600 x 300 200 S 90 | 300 | 785 | 90 | 80 1200 0,311
600 x 450 200 S 90 | 450 | 785 | 90 | 75 1200 0,367
600 x 600 200 S 90 | 600 | 785 | 90 | 70 1200 0,417
750 x 300 175 S 100 | 300 | 950 | 100 | 90 1200 0,393
750 x 450 175 S 100 | 450 | 950 | 100 | 85 1200 0,433
750 x 600 175 S 100 | 600 | 950 | 100 | 80 1200 0,521
750 x 750 175 S 100 | 750 | 950 | 100 | 75 1200 0,567
900 x 300 175 S 105 | 300 | 1110 | 105 | 95 1200 0,460
900 x 450 175 S 105 | 450 | 1110 | 105 | 90 1200 0,500
900 x 600 175 S 105 | 600 | 1110 | 105 | 85 1200 0,567
900 x 750 175 S 105 | 750 | 1110 | 105 | 80 1200 0,657
900 x 900 175 S 105 | 900 | 1110 | 105 | 75 1200 0,700
1200 x 450 150 S 120 | 450 | 1440 | 120 | 110 1200 0,718
1200 x 600 150 S 120 | 600 | 1440 | 120 | 100 1200 0,800
1200 x 900 150 S 120 | 900 | 1440 | 120 | 90 1200 0,917
1200 x 1200 150 S | 120 | 1200 | 1440 | 120 | 80 1200 1,083
1500 x 600 100 S 135 | 600 | 1770 | 135 | 115 1200 0,983
1500 x 900 100 S 135 | 900 | 1770 | 135 | 105 1200 1,167
1500 x 1200 100 S 135 | 1200 | 1770 | 135 | 95 1200 1,317
1500 x 1500 100 S 135 | 1500 | 1770 | 135 | 85 1200 1,467
1800 x 600 75 S 150 | 600 | 2100 | 150 | 130 1200 1.283
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We comply with SABS SANS 986:2012 specification. H _b
Culvert Size Class Dimensions Length Mass
Span x T H A C D kg/metre
(m}fjlflrl;m) (mm) |(mm) | (mm) | (mm) | (mm)
1800 x 900 75 S 150 900 | 2100 | 150 120 1200 1,433
1800 x 1200 75 S 150 | 1200 | 2100 | 150 110 1200 1,643
1800 x 1500 75 S 150 | 1500 | 2100 | 150 100 1200 1,800
1800 x 1800 75 S 150 | 1800 | 2100 | 150 90 1200 1,943
2100 x 600 75 S 165 600 | 2430 | 165 145 1200 1569
2100 x 900 75 S 165 900 | 2430 | 165 135 1200 1779
2100 x 1200 75 S 165 | 1200 | 2430 | 165 125 1200 1974
2100 x 1500 75 S 165 | 1500 | 2430 | 165 115 1200 2154
2100 x 1800 75 S 165 | 1800 | 2430 | 165 105 1200 2319
2100 x 2100 75 S 165 | 2100 | 2430 | 165 95 1200 2469
2400 x 900 75 S 180 | 900 | 2760 | 180 150 1200 2118
2400 x 1200 75 S 180 | 1200 | 2760 | 180 140 1200 2335
2400 x 1500 75 S 180 | 1500 | 2760 | 180 130 1200 2538
2400 x 1800 75 S 180 | 1800 | 2760 | 180 120 1200 2725
2400 x 2100 75 S 180 | 2100 | 2760 | 180 110 1200 2898
2400 x 2400 75 S 180 | 2400 | 2760 | 180 100 1200 3055
3000 x 1200 75 S 210 | 1200 | 3420 | 210 170 1200 3144
3000 x 1500 75 S 210 | 1500 | 3420 | 210 160 1200 3391
3000 x 1800 75 'S 210 | 1800 | 3420 | 210 | 150 1200 3624
3000 x 2100 75 S 210 | 2100 | 3420 | 210 140 1200 3841
3000 x 2400 75 S 210 | 2400 | 3420 | 210 130 1200 4044
3000 x 3000 75 S 210 | 3000 | 3420 | 210 110 1200 4404
3600 x 1200 75 S 240 | 1200 | 4080 | 240 200 1200 4068
3600 x 1500 75 S 240 | 1500 | 4080 | 240 190 1200 4361
3600 x 1800 75 S 240 | 1800 | 4080 | 240 180 1200 4638
3600 x 2100 75 S 240 | 2100 | 4080 | 240 170 1200 4901
3600 x 2400 75 S 240 | 2400 | 4080 | 240 160 1200 5148
3600 x 3000 75 S 240 | 3000 | 4080 | 240 140 1200 5598




